The motors with internal combu-
stion rotate as much as hundred

Motorji z notranjim zgorevanjem

times faster than those of the
animal pulled vehicles, so correct
lubrication of the motor is even
more impartant, An engine has a
number of sliding surfaces that
present the areas of lubrication.
The so called system for the
pressure circular lubrication is
responsible for quality lubrication
of an engine. Inside this system, a
build-in pump pushes the oif from
the engine-bed (carter) through a

se vrtijo tudi do stokrat hitreje,
kot so se vrtela kolesa vpreinih
vozil, zato je pravilno mazanje
motorja 3e toliko bolj pomem-
bno. Motor ima zelo veliko dr-
snih povrsin in s tem tudi mazal-
nih mest. Za kvalitetno mazanje
matorja skrbi t.i. sistem za tlag-
no krozno mazanje, kjer vgrajena
trpalka potiska olje iz korita na
dnu motorja ( karterja ) po mre-

net of channels onto the sliding
surfaces. Since the pump supplies
more oil then needed for hare
fubrication, the remainders at the

At the beginning of this century, automobile drivers had to
lubricate and clean the moving connections on the
chassis every week. During the ride, they had to pay
every attention to the typical sounds of the engine that
marx lack of lubricant. To thase who could afford bigger
and more prestigious cars with build-in central lubrication,
the maintenance of their machine proved decidedly
simpler. By pressing the pump every 100 km, the drivers of
such cars provided lubrication of all the 25-50 lubricated
areas on the chassis at once.

omobilov. (reprodukeija - iz zasebne zhirke)

iles. (Reproduction - from a private collection)

anje posameznih delov aviomobila je sodilo med vsakodnevna opravila voznikoy prvih

ication of different parts of the car was a daily task to the drivers of the first auto-

Zi kanalov do vsake drsne povrsi-
ne. Ker ¢rpalka dovaja vet olja,
kakor ga je potrebno za samo

Shematski prerez motorja prikazuje princip centralnega mazanja mazanje, odvetno Dlje obenem
same time cool the sliiding surface Schematic section of an engine depicting the manner of central lubri-— drsno povrsino tudi hladi in nato
and then flow back to the carter caaen

odteka nazaj v karter.

Vozniki avtomobilov iz zaketka stoletja so morali tedensko mazati in &-
stiti gibljive sklope na 3asiji, med voznjo pa poslusati zvoke, ki so pri-
hajali iz avtomobila in so jih opozarjali na pomanjkljivo mazanje. Voz-
nikom vegjih in prestiznejsih avtomobiloy z vgrajenim centralnim ma-
zanjem je bilo vzdrZevanje avtomobila motno olaj3ano, ker je lahko
voznik s pritiskom na &rpalko vsakih 100 km podmazal vseh 25 do 50
mazalnih mest na $asiji hkrati.
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Sasija avtomobila iz obdobja med obema vojnama s prikazom ma-
zalnih mest

Chassis of an automobile from the period between the two World
Wars with a depiction of ubrication spots
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