First smaller petrol pumps belonging to smaller
merchants were at the beginning of the century
primarily used for pumping the fuel from the barrels
into special petrol containers. Before the first World
War, they already knew stabile installations without
measuring devices that enabled the decant from the
barrels directly into the vehicles. They were mainly
used by larger transport companies and garages.

The fuel pumps of the next genera-
tion were already arranged so as
to enable pouring of the fuel into
an autemobile reservoir. To
measure the amount of the

poured fuel, stands were
equipped with a couple of five
litre” measuring jars, which

was basically the smallest
measuralile amount of fuel,

The shop assistant pumped the
fuel with a hand pump up to

the prescribed mark in the first
jar. When that was full, he

linked the fuel pipe from the
pump with the other - empty -

jar by means of a valve, while

the fuel from the full one

poured into the reservoir of the car. A simple
mechanic counter measured the number of outpours
from the jars, which corresponded to the amount of
fuel sold. Such pumps enabled the pouring of 10

liters of fuel per minute.

Durinj'fhe two world wars, the so called transpor-

table pumps were used in these parts ( a barrel with |

a pump and jars on a handcart).

Prve bencinske ¢rpalke manjsih trgovcev iz zacetkov stoletja

so bile namenjene le preérpavanju goriva iz sodov v posebne
hencinske posode. V obdobju pred prvo svetovno vojno so ob-
stajala tudi Ze stabilna postrojenja brez merilnih pripomoékov
za pretakanje goriva iz sodov neposredno v vozila. Tak3na po-
strojenja so bila namenjena predvsem veéjim prevoznim pod-

jetiem in garaZam .

Crpalke za gorivo naslednje generacije so hile 2e prirejene za
totenje goriva v avtomobilski rezervoar. Za merjenje kolicine
izto€enega goriva so veéinoma imele na stojalu vgrajena dva
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Princip delovanja &rpalk na merilne kozarce

Mode of functioning of the measuring jars’
pumps

merilna kozarca vsehine
po 5 litrov. To je hila tudi
najmanjSa mozna izmer-
liiva koli¢ina goriva.
Prodajalec je z roéno ér-
palko naérpal gorivo do
predpisane oznake v po-
sameznem kozarcu. Ko
je bil le-ta poln, je s po-
mocjo ventila povezal
dovod goriva iz érpalke
do drugega - praznega
kozarca, obenem pa je
gorivo iz polnega steklo
v avtomobilski rezervoar.
Preprost mehanski ste-
vec je Stel Stevilo izpu-
stov iz kozarcev in s tem
koli€ino iztoéenega gori-
va. S tak$no crpalko je
prodajalec lahko natogil
okoli 10 litrov goriva na
minuto.

Med obema svetovnima vojnama so hile pri nas vecinoma v
uporabi ti. prenosne érpalke ( sod s érpalko in kozarci na roé-

| nem vozicku ).
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